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Install new bituminous speed
cushions to SD04-004-F.

BREACH ROAD

DUCKMOOR ROAD

KEY

200x100x65 PCC block pavers as per Standard
Detail SD01-006-I

200x133x65 PCC Tactile block paving (buff at
uncontrolled, red at controlled crossings) as per
Standard Detail SD03-004-E / SD03-005-F

Buff HFS (MMA), Carriageway to be cold milled
to a depth of 45mm. Carriageway to be
resurfaced with 45mm thick surface course: HRA
35/14 F surf 40/60, following cold milling

Red HFS (MMA), Carriageway to be cold milled
to a depth of 45mm. Carriageway to be
resurfaced with 45mm thick surface course: HRA
35/14 F surf 40/60, following cold milling

Grey HFS (MMA), Carriageway to be cold milled
to a depth of 45mm. Carriageway to be
resurfaced with 45mm thick surface course: HRA
35/14 F surf 40/60, following cold milling

Belisha Beacon to SD07-012-D

50mm street lighting duct to SD07-017-D

Road Crossing (150mm street lighting duct) to
SD07-017-D

Type B1 chamber to SD06-002-E
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102

2
Install new bituminous speed cushions
to SD04-004-F.

Install new kerbline, reinstate block paving
and realign tactile crossing.

Install new road markings for zebra crossing.
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